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Issued by IAF, Bureau Veritas GSIT, issuing Office: India

Name: Pranali Desai

RFI number: NGP 2024 170417 0001

Remarks :
// REMAINING STANDARDS FOR BOTH LINE : + EN 12385-7 + EN 12385-6 + EN 12385-5, API SPEC 9A //

This certificate is issued for and on behalf of the Standards Organisation of Nigeria (SON) according to the requirements of the SONCAP program of Nigeria and is subject to 
the general terms and conditions of service of Bureau Veritas. 
The issuance of this certificate does not release the contractual parties from their own responsibilities and the fulfilment of their legal and contractual obligations. 

Please visit http://verigates.bureauveritas.com for further details.

Accreditation n° 3-1396, scope of accreditation available on www.cofrac.fr

This document is not and does not substitute in any respect the 
SONCAP Certificate (SC) required for Customs Declaration

PC (R) No: NGP 2024 170417 / 0001
Issuance date: 06/05/2024
Expiry Date of Certificate: 06/05/2025

Exporter: USHA MARTIN LIMITED Manufacturer: USHA MARTIN LIMITED

MANGAL KALASH, 3RD FLOOR, WIRE & WIRE ROPES DIVISION
2A SHAKESPEARE SARANI TATISILWAI , RANCHI - 835103,
KOLKATA 700071 WEST BENGAL India JHARKHAND India

Tel.: +91 3322823985 Fax: +91 3339800500 Tel.: +91 6517180514 Fax: +91 6517180409

Email: psen@ushamartin.co.in Email: brag@ushamartin.co.in

TIN:

RC/BN No:

Item No. Declared HS code Product Description Country of Origin Standard / Normative REF

0001 7312 UNGALVANIZED STEEL WIRE ROPE, CONSTRUCTION 6X7, 6X19, 6X19F, 6X19S, 
6X25F,6X36, 6X41WS, 6X49, 6X49SW, 8X19S, 18X7, 19X7, 35X7 
Brand Name: "USHA MARTIN LIMITED" 
Model: 2.00 MM TO 142.00 MM

IN EN 12385-1+EN 12385-4 
+ISO 10425

0002 7312 GALVANIZED STEEL WIRE ROPE, CONSTRUCTION 6X7, 6X19, 6X19F, 6X19S, 
6X25F,6X36, 6X41WS, 6X49, 6X49SW, 8X19S, 18X7, 19X7, 35X7 
Brand Name: "USHA MARTIN LIMITED" 
Model: 2.00 MM TO 142.00 MM

IN EN 12385-1+EN 12385-4 
+ISO 10425


